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PT 45 FEATURES

PT 45 is a retractable coverage system, made to size
for the protection from sun and rain, that has to be
! xed to a supporting wall. It consists of a glulam
pergola and a folding canvas.  
Front-tilting  versions have guaranteed wind resist-
ance of grade 8 on the Beaufort scale while "at  ver-
sions have grade 6 resistance (above class 3 - UNI
EN 13561). The system is not suitable for bearing
snow.  
The canvas, made from exclusive Corradi Eclissi*
fabric with internal concealed obscuration layer and
embossed side which displays a woven e#ect, is

supported by intermediate support tubes (section: 4x5 cm) and terminal support tubes (sec-
tion: 8x5 cm), set parallel approximately one every 60 cm (tilted version) and approximately
one every 50 cm ("at  version). The canvas moves sliding on support runners (section 5x9 cm)
on  6 misaligned wheels with a capacity over 450 kg each. 
The toothed transmission belt contains stainless steel cables and resists a saline environ-
ment;  the tensile strength is of 894 kg at break; the transmission belt is inserted in each run-
ner, controlled by the notched pulley and a single drive shaft and guarantees the smooth for-
ward movement of the canvas. 
The PT45 system is set in motion by a ratio-motor (electric drive) and it may be remote con-
trolled; on request control may be by manually operated gearbox which can be used only
with 2 runner "at or tilted versions up to a projection of cm 350.
The structure, in Scandinavian timber autoclave treated (class 3 - UNI EN 335-3) in the sec-
tions cm: 4,5x12 - 4,5x15,5 - 9x9 - 9x12 is available with natural !nish  or with further !nish  in
the following colours: chestnut (standard), walnut, green, white, grey, anthracite (supple-
ment).
The runners come in: brown, green, anthracite, grey, white, ivory; the support tubes come in:
white or ivory. Coated with epoxy powders, certi!ed Qualicoat cycle.  
Emergency kit in sandblasted AISI 304 steel and 10/10 aluminium protection covers in the
following colours: brown, anthracite and white.

MAXIMUM DIMENSIONS cm

Width Projection

2 runners 450 590

3 runners 900 590

4 runners 1300 590

MAXIMUM DIMENSIONS cm

Width Projection

2 runners 350 600

3 runners 700 600

4 runners 1050 600

FLAT
Version

TILTED
Version

*See Corradi sample kit for other fabrics.
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PT 45 RUNNERS

PT 45 4 RUNNERS

PT 45 2 RUNNERS

PT 45 2 RUNNERS

electric drive 

modular awning protection cover

supporting beam pair 4,5x15,5

front beam 9x12

pillar 9x9

runner cover

crossbeam  4,5x12 for protection cover support

runner

canvas



Technical File Page 19aalt aSCREEN SYSTEMS

Rev. 0 - 2/2008

PT 45 DIMENSIONS

BEAM SECTIONS

WALL BEAM

SUPPORTING BEAM

FRONT BEAM

PILLAR

CROSSBEAMS

Runner centers

TWO PT45
side by side

External Pillars

Width

Projection

* See page 56

Pillar height

Wall
height

All measurements are given in cm.
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PT 45 BRACKETS

WALL BRACKETS

ADJUSTABLE FOOT SPACER

OVERHEAD BRACKETS

GROUND BRACKETS

anchorage frontal pillar 

All measurements are given in cm.

HIDDEN FOOT 
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PT 45 CANVAS ALLOWANCES

28

Tilted version
Minimum values of the allowances of the folded awning for the
tilted version (slope 15%). The !gures written in bold type refer to
the canvas allowances with standard support tubes and the
following refer to the use of additional tubes.

Flat version
Minimum values of the allowances of the folded awning for the
"at version. The !gures written in bold type refer to the canvas
allowances with standard support tubes with a de"ection of
cm 17.

160
219
279
338
397
457
516
576
590

SUPPORT TUBES TOTAL NUMBER

A

B

A

B

3 4 5 6 7 8 9 10 11 12 13
32 23 19

33 26 23

34 29 26

35 31 28

36 32 30

36 34 32

37 35 33

38 36 35

39 37 36

41 47 53 59 65 71 77 83 88 94 100

191
241
291
341
391
441
491
541
591
600

SUPPORT TUBES TOTAL NUMBER
4 5 6 7 8 9 10 11 12 13

29
29

29
29

29
29

29
29

29
29

49 55 61 67 73 79 85 92 97 103
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All measurements are given in cm.

Projection

Projection
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PT 45 OPTIONS

Add-on intermediate support tube
Complete intermediate support tube with
intermediate stopper, joints (where present)
and intermediate sliders.

S5

Frontal gutter
Extruded alumium pro!le for rainwater collection,
only for tilted versions. 
Down pipes (1 about every cm 600) and accessories
included.

S3

Add-on runner
PT45 runner, includes a pair of supporting beams
4,5x15,5, inox supports, Impact runner system, sliders,
support tube joints, central transmission shaft with
bushes. Pillars excluded.

S4 Increased front beam 
Increase of frontal beam section up to 12x12, 12x18
or 12x24. In adaptation pillars section12x12.

S12S11S10

Antidrop system
Electric weldable pvc pro!le on the upper part
of the canvas for lateral rainwater prevention.

S1 Antispray pro!le
Pvc pro!le pressed on the lateral side of the
runner for retention of rainwater spray. 
Always in addition to the antidrop system S1

S2
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PT 45 ADDITIONAL PILLAR

ADJUSTABLE FOOT
(see page 55)

HIDDEN FOOT
(see page 55)

SPACER
(see page 55)
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BEAM SECTIONS
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PT 45 

PT 45 

HORIZONTAL SIDE BEAM

HORIZONTAL SIDE BEAM POSITION

with  frontal beam 9x12 with  frontal beam 12x12

with  frontal beam 12x18 with  frontal beam 12x24

Projection light

BEAM SECTIONS

VERTICAL WALL BEAM
VERTICAL WALL BEAM POSITION
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BEAM SECTIONS


